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Nitoflor® HD
Liquid floor hardener / densifier
1.00	Concrete floor hardener densifier
	Where so designated on the drawings, internal concrete floor surfaces shall be treated with a 	penetrating hardener/densifier. 

1.10	Surface Preparation
	All surfaces to which the new coating material is to be applied shall be clean, dry, sound and free from 	loose material and contamination such as curing compounds, plaster, oil, paint and grease. 
	Excess laitance should be removed by light grinding followed by vacuuming to remove all dust debris.  

1.20	Floor hardener/densifier
	The floor hardener/densifier shall be a penetrating lithium silicate material.
	The material is to be applied in a single application at no less than 100ml / m2 keeping the floor with 	material for 20 minutes whilst avoiding puddling in any low areas.	
	The coating shall have a VOC content <12g / litre.
1.21	The floor hardener/densifier shall be applied in accordance with the manufacturer’s product data sheet.
[bookmark: _GoBack]1.30	Fosroc Nitoflor HD meets the performance criteria and is approved.Mar-07
Mar-07

Disclaimer
A Technical Data Sheet (TDS) is available from the Fosroc website. Read the TDS carefully prior to use as application or performance data may change from time to time.
This Specification is based on the information available at the time. You should read the TDS carefully and consider the information in the context of how the product will be used, including in conjunction with any other product and the type of surfaces to, and the manner in which, the product will be applied. Our responsibility for products sold is subject to our standard terms and conditions of sale. Parchem does not accept any liability either directly or indirectly for any losses suffered in connection with the use or application of the product whether or not in accordance with any advice, specification, recommendation or information given by it.Parchem Construction Supplies Pty Ltd
1956 Dandenong Rd Clayton VIC 3168
Ph: 1800 812 864
www.fosroc.com.au                   ABN 80 069 961 968
Distributed in New Zealand by: Concrete Plus Ltd
150 Hutt Park Road Gracefield       Ph: 0800 657 156 
www.fosroc.co.nz	    NZBN 9429033691282

[image: ]*Manufactured and sold under license from Fosroc International Limited. Fosroc, Nitoflor and the Fosroc logo are trademarks of Fosroc International Limited, used under license. 
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